
With the new rim size range moveero will be 
able to meet the load capacity requirements 
for the range (all manufactures) of VF tyres 
that are in the market.

The Narrow rims, combined with a new 
generation of VF tyres, provide a +40% increase 
in load capacity and excellent traction.

Designed to reduce slippage and provide 
optimum grip, the wheels optimise load 
distribution, minimise soil compaction, and 
protect crops.

Narrow Rims have been 
designed to easily withstand 
the ultimate in high-stress 
agricultural field applications.

Data Sheet

Highlights
	• Strong and durable to withstand the 

ultimate in high-stress agricultural 
applications.

	• The perfect solution for low-pressure 
agricultural tyre application.

	• Profi-Fit is designed to provide 
optimum tyre wall protection, reduce 
fuel costs and improve ride comfort.

Typical applications

Available sizes
	• TW10 x 46
	• TW10 x 50
	• TW10 x 54
	• TW13 x 46
	• TW13 x 50
	• TW13 x 54
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For more information or to discuss your  
own specific requirements, contact us on  
sales@moveero.com

Further information about moveero Narrow Rims 
and our other products can be found at  
www.moveero.com

The perfect solution for low 
pressure agricultural tire 
applications, combining 
durability with reduced 
weight and easier tire fitting

Profi-Fit TW rim profile – 4.7mm thick Standard DW – 5.2mm thick

The Profi-Fit design enables the load  
increase, and is at the same time providing 
optimum tyre sidewall protection, when the VF 
tyres are running at low inflation pressure in 
field operation.

Increased payload
Using the patented Profi-Fit TW rim design, the 
weight of the wheel is reduced by 10% without 
compromising strength or durability, making it 
possible to increase the pay load.

Lightweight design
The lower weight design reduces vehicle soil 
pressure and contributes to savings in fuel 
consumption and carbon emissions.

Easier tyre fitting
The Profi-Fit Wheel has a rolled over flange 
which improves rim strength and minimises 
the risk of tyre damage during fitting.
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Rolled over flange improves rim strength and initial fitting of 
tyre. Improves performance with low pressure tyres.

Angle more than double the TRA/ 
ETRTO minimum of 15°. This greatly 
improves ease of tyre bead seating 
during inflation.

Double ‘bump’ 
reduces stress and 
allows rim gauge to 
be reduced with no 
loss of performance.

Ultimate fatigue failure normally occurs in 
these radii. This determines minimum rim 
thickness. The changes to the rim profile 
reduce the stresses here.


